
HOSES



With breathing systems,  the line between the control panel and the user is one of the most vulnerable 
and high risk areas where over 90% incidents have historically occurred. This is why we have put so 
much into our products to ensure the best connecting assemblies will not let you down. All products 
conform to EN14593/4 and are CE approved.  

Refining our products over several decades means we have an 
excellent range of hose/umbilical products for breathing apparatus/ 
life support working 

HOSES
Luno Systems hoses are designed for a variety of applications, offering optimised strength, abrasion 
resistance, chemical resistance, static resistance, weight, etc for differing applications.

UMBILICALS
Umbilicals, typically used in the life support market supply critical air and communications from panel 
to operator.

CONNECTORS
Connectors suited for a variety of applications, meet breathing air safety style as a minimum, with 
some providing special characteristics or enhanced safety.

Refining our products over several decades means we have an 
excellent range of hose/umbilical products for breathing apparatus/ 
life support working 



Featuring good resistance to most hydrocarbons 
and chemicals, excellent crush and kink resistance, 
this hose is selected for its durability in heavy 
industrial environments. 

Typical applications include tank cleaning and 
mechanical works where there is heavy 
contamination.

HEAVY DUTY
BREATHING AIR HOSE

LSBAH001

The Luno Systems heavy duty breathing air hose is designed for work 
in high risk working such as tank cleaning, where there are highly 
contaminated environments.

SPECIFICATION

Lengths 

Material & Construction

EN Standard Conformity

Chemical Resistance

Size

Flexibility

Min. Bend Radius

Nominal Weight

Operating Temp.

25, 50, 90, or 100 Metres 

Reinforced braided PVC

EN14593-1, EN14594

19mm external, 8mm bore

Medium

220mm

400g/m

-20 to +50°C

Colour

Terminations

Antistatic Properties

Red (other colours available on request)

Luno stainless barbed tail and ferule with CEJN Breathing couplings

Yes

Most fuels, oils greases, solvents (see chemical resistance data)

LSBAH001

• To specify hose length when ordering, use part no. together with required length 
   (e.g., LSBAH001-50M = Heavy Duty Red Breathing Air Hose, length = 50m)



Typically used with air supplied suits or as a 
combined airline and communication hose – 
Aircom™. 

Often these environments are contaminated so it 
has good resistance to chemicals and particulate 
contamination found in petrochemical and nuclear 
industry.  The hose also features an antistatic liner.

LARGE BORE
BREATHING AIR HOSE

LSBAH002

The Luno Systems LSBAH002 breathing air hose is designed for 
applications where high volumes of air are needed for the 
respiratory equipment.

SPECIFICATION

Lengths 

Material & Construction

EN Standard Conformity

Chemical Resistance

Size

Flexibility

Min. Bend Radius

Nominal Weight

Operating Temp.

25, 50, 90, or 100 Metres 

Reinforced braided PVC

EN14593-1, EN14594

19mm external, 12.5 mm bore

Medium

300mm

350g/m

-20 to +50°C

Colour

Terminations

Antistatic Properties

Orange (other colours available on request)

Luno stainless barbed tail and ferule with CEJN Breathing couplings

Yes

Most fuels, oils greases, solvents (see chemical resistance data)

LSBAH002

• To specify hose length when ordering, use part no. together with required length 
   (e.g., LSBAH002-50M = Large Bore Orange Breathing Air Hose, length = 50m)



Enhanced chemical and heat resistance with good 
flexibility at all temperatures are all features 
which make this a premium level breathing air 
hose. 

The hose is used on Luno life support systems, 
where breathing hose integrity is especially critical.

PREMIUM POLYURETHANE
BREATHING AIR HOSE

LSBAH003

The Luno Systems Polyurethane breathing air hose is designed for 
work in high risk working such as tank cleaning, where there are highly 
contaminated environments. 

SPECIFICATION

Lengths 

Material & Construction

EN Standard Conformity

Chemical Resistance

Size

Flexibility

Min. Bend Radius

Nominal Weight

Operating Temp.

25, 50, 90, or 100 Metres 

Polyurethane, braided reinforced

EN14593-1, EN14594

14mm external, 8mm bore

High

130mm

100g/m

-20 to +60°C

Colour

Terminations

Antistatic Properties

Blue (other colours available on request)

Luno stainless barbed tail and ferule with CEJN Breathing couplings

Yes

Most fuels, oils greases, solvents (see chemical resistance data)

LSBAH003

• To specify hose length when ordering, use part no. together with required length 
   (e.g., LSBAH003-50M = Premium Orange Breathing Air Hose, length = 50m)



The hose provides reasonable chemical resistance 
and durability and a wide range of operating 
temperatures.

MEDIUM DUTY
BREATHING AIR HOSE

LSBAH005

The Luno Systems LSBAH005 breathing air hose is designed for 
applications where a good quality, but cost-effective breathing hose is 
required. 

SPECIFICATION

Lengths 

Material & Construction

EN Standard Conformity

Chemical Resistance

Size

Flexibility

Min. Bend Radius

Nominal Weight

Operating Temp.

25, 50, 90, or 100 Metres 

Reinforced braided PVC

EN14593-1, EN14594

14mm external, 8mm bore

Medium

120mm

200g/m

-20 to +50°C

Colour

Terminations

Antistatic Properties

Blue (other colours available on request)

Luno stainless barbed tail and ferule with CEJN Breathing couplings

No

Most fuels, oils greases, solvents (see chemical resistance data)

LSBAH005

• To specify hose length when ordering, use part no. together with required length 
   (e.g., LSBAH005-50M = Medium Duty Blue Breathing Air Hose, length = 50m)



Made of high-grade nickel-plated brass or stainless steel parts, they will endure in the most harsh of 
environments.

 
CONNECTORS

Luno Systems connectors are all breathing air compliant and 
approved to EN14593/4 with safety coupling features which prevent 
inadvertent disconnection.

001 SERIES COUPLING

Our most popular coupling, compatible with other 
major manufacturer’s breathing air couplings, 
features a push/ pull sleeve to release.

002 SERIES COUPLING

Historically used in the Life Support industry. Sometimes 
known as the ‘Skovde’ coupling. A locking collar to 
increase safety is screwed up to the sleeve to prevent 
inadvertent disconnection. Without this, it is not classed 
as a safety coupling.

003 SERIES COUPLING

Our safest coupling, the 003 is the same style push/pull 
sleeve coupling as the 001, but with an additional locking 
collar similar to the 002 series for heightened safety. In 
the event that the user does not screw up the collar, the 
coupling is still classed as a safety coupling.

004 SERIES COUPLING

A mini coupling with push/pull sleeve safety 
feature, is very small and light and designed for 
use on breathing apparatus sets.

005 SERIES COUPLING

A large 25mm bore coupling designed for low 
pressure applications on large hoses, such as the 
Flowmaster™ system. Features as ring which 
requires alignment with a pin to disconnect.

Other manufacturer’s couplings can be provided upon request.




